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Safety Warnings

1. Do not use the adapter in high humidity or high temperature environment.
2. Do not open or repair the case yourself.

3.
4
5

Avoid using this product and all its accesories outdoor.

. Place the adapter on a stable surface.

. Only “HomePIlug AV “, “IEEE 1901 standard” compliant Powerline Communication (PLC) adapt-

er for remote access is necessary.

Plug your BiPAC PLC 500M/AV device directly to the AC outlet on the wall. It is best to avoid
using extension power cable as it may possess noise filter or surge protector functions that may
cause interference that may impact the performance of the device.
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1.1 Introduction

Thank you for purchasing BiPAC 2075. This device is a networking device that utilizes the
existing electrical wiring system as a path to transmit data signal with high-speed transmission
rate up to 500Mbps through the inter-conversion between digital and analog signal. With this
functionality, PLC 500M device can be plugged into an AC outlet to draw power and at the same
time establishing a network connection between two or more Ethernet devices.

BiPAC 2075 can be used to bridge any Ethernet device such as routers, set-top-boxes, game
consoles and so forth to your Powerline network in your home or office. With this technology,
Ethernet devices in your home or office can equally share high-speed data transmission rate
without the need to spend excessive time and money installing expensive Ethernet cables. It can
be plugged into an Ethernet port on a router to establish a network with powerline capabilities and
take advantage of the router features. The PLC 500M device can also be plugged directly into a
cable or DSL modem that allows instant internet access over home powerlines to each computer
equipped with a HomePlug AVcompliant Powerline network adapter. BiPAC 2075 makes high-
speed modem shared fastly by simplely plugging the devices in the wall.



1.2 Features

o

9.

. Physical layer data rate up to 500Mbps over existing powerline.

Compliant with HomePIlugAV and IEEE 1901 standard.

Compatible with the former product: 2070/2071/2072/2073/2073R2/2074/2074R2/2073N/207
3W.

Support T0BASE-T/100BASE-TX/1000BASE-T Ethernet standard.

Uses powerline technology that takes advantage of the unused bandwidth of the electrical wir-
ing in the home.

. Internet Protocol Television (IPTV) distribution.

6
7.
8

High Definition (HD) and Standard Definition (SD) video distribution.

. Ideal for Triple Play applications such as IPTV, VoIP telephony and high-speed Internet access.

Integrated Quality of Service (QoS) Enhancements.

10. Power supplier design inside.

11. Ideal for Residential Users.

12.Power Saving mode: When PC / other Ethenet devices are completely power off or when there

is no Ethernet cable connected, HomePlug device will automatically changed to power saving
mode which will help to reduce power consumption.



2.1 Package Contents
BiPAC 2075

@ BiPAC 2075 PLC 500M/AV Gigabit Ethernet Adapter
@ Quick Start Guide

@ CD (containing user manual and QSG)

@ Ethernet cable (CAT-5 LAN)

[ PLC500Mbps )\ [ N (

AV Adapter Quick Start Guide

CD

RJ-45
Ethernet cable




2.2 Important note for using this adapter

4 ™
% Do not use the adapter in high humidity or high temperatures.
& Do not open or repair the case yourself.

Warning ® Awvoid using this product and all accessories outdoors.

- J

4 ™y
® Place the adapter on a stable surface.
& Only "Homeplug AV", "IEEE 1901 standard” compliant Powerline

Attention Communication (PLC) adapter for remote access is necessary.
N /A




2.3 Device Overview

The LEDs and Buttons
BiPAC 2075

HomePlug AV SET

POWER LED

PLC LED

ETH LED

SYNC Button

Reset Button

Ethernet Port

. ——— Power Plug

The Description of each labeled part

POWER LED

Lit when the device is power on.

Blinking briefly when the device enters power saving mode.
Blinking when pushing the SYNC button.

Lit off when power is off.

PLC (Powerline Link/
Act) LED

Lit green when the power line connection is established.

Blinking quickly when data is transmitted or received via power line.
Note: When the device acts as a CCO (Central Coordinator), PLC
LED will light steadily. There should be at least one CCO in your
powerline network.

Blinking after SYNC button is pushed (see SYNC Button descripted
below).

ETH (Ethernet Link/
Act) LED

Lit when connected to an Ethernet device.
Blinking when data is transmitted or received via Ethernet port.

SYNC Button

Used to establish a LAN network with other power line devices.
Push this button for 1~3 second(s) and release it to set device enter
the power line SYNC state.

Reset Button

Press this button for 1~3 second(s) to reset device to factory default
settings.

Ethernet Port

Connect the PLC 500M device to an Ethernet device(e.g. computer,
router, hub/switch , IP pone, IPTV set-top-box, gaming consoles...) by
using the RJ-45 Ethernet cable.




The Rear Side

BiPAC 2075
(For separated plug clip type only)

Clip Socket:
Install the clip
into this socket

Flease DO MOT remove or disassemble the socket clip frequently as this
may cause serious damage to your HomePlug AW devicel

Warning
(_
Above 15 an example of an EL plug-socket type and AC power cable. Both
plug-socket and power cable type and input voltagefrequency may vary for
different countries.
Attention




2.4 Hardware Installation (For separated plug clip type
only)

Refer to the following diagrams and direction to install the clip of BiPAC 2075:

Example 1: EU clip.

» Please check the lock instruction on your clip.

If you got the “Triangle Lock”, refer to right diagram.

.
e
LB TNN
.n'r Lir AR
[ ] L1
I I R‘xo O).'I ||
" g
N
A

-----
- -

“Step 1 .

-----
- L




Example 2: UK clip.

* Please check the lock instruction on your clip.

If you got the “Circle Lock”, refer to right diagram.




2.5 Connecting the PLC 500M /AV Gigabit Adapter

It is easy to connect the device simply by performing the following instructions:

2.5.1 Power Connection
BiPAC 2075

Plug the Ethernet Adapter into the wall outlet/socket.

Plug/socket, power cables and input voltage/frequency may vary from country to country.



2.5.2 LAN Connection

Connect PLC 500M/AV Ethernet bridge/adapter to other device’s Ethernet interface with the
supplied RJ-45 Ethernet cable.

10



2.5.3 Networking Setup

Refer to the following steps:

1. Connect an ethernet cable to the adapter and then plug the device into a power socket.

BiPAC 2075

2. Then, connect the adapter to a PC, modem, router or set-top-box.
BiPAC 2075

3. Create a secure network by simply pushing the SYNC button for 1~3 seconds.Please refer to

Quick Start (Setup Powerline Network) section for more detail descriptions.
BiPAC 2075

11



2.5.4 Setup Utility

After you complete the hardware installation, insert the CD-ROM to the CD-ROM drive to perform
Setup Utility for network configuration. The Setup Utility will auto-run. Follow the step-by-step
configuration wizard, the utility will guide you complete the basic network configuration.

See Utility Installation section.

12



2.6 Quick Start (Setup Powerline Network)

2.6.1 Push Button Usage

SYNC Button is used to add a HomePlug device to a powerline network or remove it from current
pwoerline network. There are 2 types of SYNC Button trigger state:

1.

Joining a Network: Press the SYNC button on the device for less than 3 seconds. Then, press
the SYNC button on another device connected to the same medium for less than 3 seconds.
Wait a few seconds for the two devices to form a network. A join operation can be cancelled
by pressing the SYNC button on the first device again for less than 3 seconds instead of
pressing the SYNC button on the second device.

Leaving a Network: Press the SYNC button on the device for more than 10 seconds. Wait
a few seconds for the device to reset and leave the network. The device is then free to join
another HomePlug AV logical network.

There are two role in Joining a Network. The "adder" is the device that gives a Network Name to
another device. The "joiner" is the device that takes a Network Name from another device. When
the two devices have the same Network Name, they will form a HomePIlugAV Logical Network.
The role of "adder" or "joiner" is determined automatically by each device when the SYNC button
is pressed. A device that belongs to an existing logical network will become an "adder". A device
that does not belong to a network will become a "joiner". Only one "adder" and one "joiner" can
participate in "Joining a Network" process at the same time. If both devices are "joiners", the
device with the higher MAC address becomes the "adder" by default.

2.6.2 Application Scenarios

Scenario 1: BiPAC PLC 500M/AV device A wants to form a network group with another
BiPAC PLC 500M/AV device B

It doesn't matter which SYNC button of the device is pressed first because device A and B are
going to leave from the original network; they are both "joiner" now. When "Joining a Network"
process starts, the devices will determine which one is "adder" and the other one is "joiner"
automatically.

Example:

1.

Press the SYNC button of device A for more than 10 seconds to make sure that it is detached
completely from any possible network group.

Press the SYNC button of device B for more than 10 seconds to make sure that it is detached
completely from any possible network group.

Press the SYNC button of device A for 1~3 seconds, you should find the Power LED blinks
steadily signifying it is in “Joining a Netrwork” process.

Press the SYNC button of device B for 1~3 seconds, you should find the Power LED blinks
steadily signifying it is in “Joining a Network” process.

Wait for the PLC LEDs of both devices lit steadily, you will now have these devices being in
the same network group.

”ﬂ?ﬁ' The Power LED will blink steadily after the SYNC button has been pressed

for 1~3 seconds to signify that it is nowe in the "Joining a Metwork!" process.
It is ready to communicate with other HomeFlug AY devices,

13



Scenario 2: A BiPAC PLC 500M/AV device A wants to join an existing network group BC

Device A wants to Joining a Network group "BC" currently consisting of device B and device C.
Any devices within the "BC" group can become the "adder" and device A will be the "joiner".

Example:

1.

Press the SYNC Button of device A for more than 10 seconds to make sure that it is detached
completely from any possible network group.

Press the SYNC button of device B or C of the BC network group for 1~3 seconds to turn it
into “adder”, you should find the Power LED blinks steadily signifying it is in “Joining a Net-
work” process.

Press the SYNC button of device A for 1~3 seconds to turn it into “joiner”, you would find that
the Power LED blinks steadily signifying it is in “Joining a Network” process.

. Wait for the PLC LEDs of both devices lit steadily, you will now have device A joined with the

network group BC.

”ﬂrﬁ' The Power LED will blink steadily after the SYNC button has been pressed

for 1~3 seconds to signify that it is now in the "Joining a Networlk" process.
Itis ready to communicate with other HomePlug AV devices.

Scenario 3: A BiPAC PLC 500M/AV device A of network group AD wants to join an existin

network group BC

For a device which already belongs to a network group is to join with a different network group,
that device has to be left from its current attached group first.

Example:

1.

Press the SYNC Button of device A for more than 10 seconds to leave from network group
AD.

. Then press the SYNC button of device (B or C) of network group BC for 1~3 seconds to turn it

to “adder”, you should find the Power LED blinks steadily signifying it is in “Joining a Network”
process.

Press the SYNC button of device A again for 1~3 seconds to turn it to “joiner”, you should find
the Power LED blinks steadily signifying it is in “Joining a Network” process.

Wait for the PLC LED of both devices A and (B or C) lit steadily. Now you will have device A
join the network group BC.

”ﬂfﬁ' The Power LED will blink steadily after the SYNC button has been pressed

for 1~3 seconds to signify that it is now in the "Joining a MNetworl" process.
It is ready to communicate with other HomePlug AV devices.

14



2.6.3 Powerline Network lllustration

Online Game BiPAC 2075 BiPAC 2075

Ethernet Cable £ I::;;__’__'_-,:.- 2 : _
: ' B Set-Top-Box

Power Cable

o

{ ! I'\

S\
SIP-based

VolP Soft Phone

BiPAC 2075 BiPAC 2075

ADSL Router
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3.1 Utility Installation

The utility can be used on the following Windows platform: Windows 2000/XP/Vista/7.

1. Place the BiPAC HomePlug AV (500Mbps) Utility auto-installation CD into your CD-ROM/
DVD-ROM drive.

BILLION Billion 2075 = x

PLC 500M / HomePlug AV Gigabit Ethernet Adapter Starter Kit

Utility for Easy Installation

Click 1o e=tahlah e nlernet connection somsbicaly

Quick Start Guide

Lok 10 Wiewy the QS0 (FOF)

User Manual

Click 1o rescd e uzer menueal (FOF)

Browse CD Contents

Cliek o broveze CO condents

Visit Billion Global Website

ek 10 sl Blion pokel vaka ke

Powering communications

www.billion.com with SECUrity

2. Click the first selection “Utility for Easy Installation” to install the utility.

16



3.2 BiPAC HomePlug AV (500Mbps) Utility Installation

1. After clicking the “Utility for Easy Installation” botton, the installation wizard will be shown up
as below. Click Next.

i& BiPAC HomePlugAV Utility

Welcome 1o the BIPAC HomePlugAY Utility Setup
Wizard

The inztaller will guide vou through the steps required to install BiPAC HomePlugdyy' Utilitg on gour
computer.

WARMIMG: Thiz computer program is pratected by copyright law and interhational treaties.
IInauthorized duplication or diztribution of thiz program, ar any partion of it, may result in zevere civil
ar criminal penalties, and will be prosecuted to the maximumn extent pozzible under the law,

2. You may define the location of the installation folder by pressing the Browse button; how-
ever, it is highly recommended that you use the default location. Click Disk Cost to check the
available disk and required disk space to install the utility. In addition, you can also choose
to install HomePlug AV (500Mbps) Utility only for yourself or for all the users who share your
PC. When all necessary items are properly selected, press Next to proceed.

i@ BiPAC HomePlugAV Utility

Select Installation Folder

The inztaller will install BiPAC HomePlugdy' Utility to the following folder.

To inztall in thiz folder, click "Mest'". Tao install to a different falder, enter it below ar click "Browse'".

Eolder:
CAProgram FilesBilion'BiPAC HomePlugd ¥ Tilitd, [ Browsze. .. ]

| DiskCost. |

Inztall BiPAC HomePlugdyy Utility for pourself, or for anyone who uges this computer:

) Everpone
%) Just me

[ Cancel ] [ ¢ Back ] [ Mest »

17



3. Then, click Next to confirm and start the installation.

i& BiPAC HomePlugAVY Utility

Confirm Installation

The inztaller iz ready to ingtall BiFAC HomePlugdh' Lty on your computer.

Click "Mext'" to start the ingtallation.

i@ BiPAC HomeP lugAV Utility

Installing BiIPAC HomePlugAY Utility

BiPAC HamePlugdhd Utility iz being installed.

Pleaze wait. ..

Cancel < Back MHest =

WinPcap 4.1.1 Setup

v WinPcap 4.1.1 is already installed on this machine.,
. Press Ok if vou wank to Force the installation, or Cancel if wou wank ko abort the installation.

[ [o]4 ] [ Cancel ]

4. While the utility installlation is in progress, the system will automatically prompt you to install
the WinPcap program in a separate window pop-up. Install this program in order for the util-

ity to work. When the WinPcap installation window pops up, click Next to proceed with the
installation.

5. Click on Next to proceed to the next step.

18



© WinPcap 4.1.1 Setup

(‘\) - WinPcap 4.1.1 Installer
¥ ln caP Wielcome ko the WinPoap 4.1.1 Installation Wizard
This product is brought to vou by

e —
CACE

TECHNOLOGIES

Packet Capturing and Network Analysis Solutions

Mext = l [ Cancel

® WinPcap 4.1.1 Setup [Z“E|E|

Welcome to the WinPcap 4.1.1
Setup Wizard

This Wizard will guide wou through the entire WinPcap
installakion.

For more information oF support, please visit the WinPcap
home page.

http: / fumas winpcap.org

< Back " Mext = l [ Cancel

19



8. Read through the license agreement then click | Agree button to accept the terms of agree-
ment .

# WinPcap 4.1.1 Setup EHEIEI

&l) - License Agreement
y lh caP Please review the license terms before installing WinPcap 4.1.1.

Press Page Down ko see the rest of the agreement.

“opyright (C) 1999 - 2005 MetGroup, Politecnico di Torino (Thalyd, ~
Copyright {c) 2005 - 2009 CACE Technologies, Davis (California).
Al rights reserved,

Redistribution and use in source and binary Farms, with or withauk modification, are
permitked provided that the Following conditions are mek:

1. Redistributions of source code musk retain the abowve copyright nokice, this list of
conditions and the following disclaimer.

2, Redistributions in Binary Form musk reproduce the above copyright nokice, this lisk of
conditions and the Fallowing disclaimer in the documentation and/or other materials w

If waou accept the kerms of the agreement, click I Agree ba continue, You must accepk Ehe
agreement toinskall WinPcap 4.1.1,

[ < Back ” I Agree ] [ Cancel ]

9. If you want the WinPcap driver run automatically when booting, please tick Automatically start
the WinPcap driver at boot time. Then click on install to continue the installation.

© WinPcap 4.1.1 Setup E”E”‘s__q

4.1.1

L() > Installation options
) ln caP Please review the following options before installing WinPcap

Bukarnatically skark the WinPcap driver at boak ke

Swskem Information

Dperating system detected on registry: Windows XP - x86
True operating swstem (kernel.dlll: Windows XP - x86
npptoals. dll present on the syskem:  true

netnm. inf present on the swyskem; krue

nmnk. sys present on the syskem: Lrue

< Back ” Install ] [ Cancel

20



10.When the WinPcap installation is done, click on Finish to close the window.

© WinPcap 4.1.1 Setup

&E) - Installing
J ln caP Please wait while WinPcap 4.1.1 is being installed,

Cukput Folder: C\WINDOW Shsystem32

© WinPcap 4.1.1 Setup E|EHE|

Completing the WinPcap 4.1.1
Setup Wizard

winPcap 4.1.1 has been installed on wour computer,

Click. Finish ko close this wizard,
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11. When the WinPcap installation is done, you will have also completed the BiPAC HomePlug
AV (500Mbps) Utility installation as well. You may now click on the close button of the Utility
installation window to finish the process.

i BiPAC HomePlLugAV Utility

Installation Complete

BiPAC HomePlugah! Utility has been succezsfully inztalled.

Click "Cloze" to ext.

Cloze

22



4.1 Accessing BiPAC HomePlug AV (500Mbps) Utility

Once the BiPAC HomePlug AV (500 Mbps) Utility Setup Wizard is installed, a shortcut will appear
on the desktop. You can start the BiPAC HomePlug AV Utility by double clicking on the shortcut,
or go through the process “start’— “All Programs”— "Billion"— “BiPAC HomePlug AV —“BiPAC
HomePlug AV Utility”.

#8 adobe Extension Manager 54
B &dobe InDesign C54

E Adobe Reader 9

5 Adobe SING Glyphlet Manager C54

[ E Inkernet Explorer
all Programs B
& | @ Outlook Express

¢ Remote Assistance

[ @ Windows Media Player
i i

. = lgm Bilion | 'gH BiPAC HomePlughy ‘¥ Fi omePlug ility
1 Start L (R T SO . EipaC HomePlugay Liilit

23



4.2 BiPAC HomePlug AV (500Mbps) Utility

Billion BiPAC HomePlug AV Utility consists of 4 sub window accessed through 4 panel tabs. The
4 panels are Main, Privacy, Diagnostics and About located on the top left corner of the program
for configuration convenience.

4.2.1 Main Tab

The Main Tab screen lists all the powerline devices that are connected to the local device on your
computer when the utility is running.

BiPAC HomePlug AV Utility 2.00 E ||I;:I|[$__<|

M i l F'rivau:_l,l] Diagnu:ustiu:s] &bt ]

Local Device(z] on your computer: ,
Divice Tyns MEE E Connected to HomePlug &Y [500] Device

% HormePlug &% (5001 D...  00:04:ED:55:41:02

1 Powerline Device detected: Metwork, Type: Public Scanning...
Device Name | Fazsword | [ uiality | Rate [Ml:ups]| MAC Address
""-_r DEVICEZ RIGH-EIRE-CGAD... I 455.00 00:04:ED:BA:RT. 32

B’l l ’BN : Rename Enter Pazzword Add | Scan |
Close

The top left window panel shows all the local HomePlug AV devices that are connected to the
computer’s NIC (Network Interface Card). Normally, only one device will be seen on the list.

If there is more than one local device being connected, users can select the local device by
clicking on it and then click the Connect button to connect to the internet. Once the connection
to the local device is done, the utility will auto-scan the powerline devices periodically for other
newly connected HomePlug AV devices. If no local HomePlug AV devices are discovered, the
status area above the connect button will indicate with a message "NO HOMEPLUG ADAPTERS
DETECTED".

The bottom window panel displays all the HomePlug AV remote devices that are detected on
the current network. The total number of remote devices connected on the same network can
be found on top of the Remote device panel. Within this panel, you can also find some useful
informations of each remote device such as the password, connection quality, transmission rate,
and MAC address.

The Network type (Public or Private) is also displayed based on the network status of the local
device. The scan status option is displayed on the top right corner above the Remote devices
panel showing whether the Autoscan function is turned ON or OFF.

24



The following information is displayed for all devices that appear in the lower panel:
@ Device Name

Show the default device name. User can change the name by either clicking on the Rename
button or by clicking on the name and editing in-place. An icon is usually shown with the device
name.

@ Password (*required when one needs to change the Private Network Name of the
devices)

This column is left blank by default. The password will be displayed only after it has been entered.
For detail information on password setup, please refer to section on Password Setup Instruction.
Each device comes with a unique password and it can be found at the back of the device itself.

@ Quality

Display the overall quality of the data transmission rate. When the transmission rate is good, the
number of line appear will increase.

@ Rate (Mbps)

Display the data transmission rate of each device.

@ MAC Address

Show the MAC address of Remote devices.

@ Rename

If you want to change the device name for identifications, click "Rename".
@ Enter Password

If you want all the devices to be in the same network group, Enter the unique password of each
device which is usually at the back of device, and add the devices to your network group.

@ Add

If you want to add other devices to the current network group, click "Add", and provide a Device
Name and Password (see the rear side of the device). Then, the newly-added adapter will

be joined to the same network group, which will show on the main screen. Make sure that all
password has been entered correctly.

@ Scan

To reflash the detected remote devices, you can manually click the Scan button (or check the
Autoscan" box on the "About Tab" to acutomatically detecte the devices.

25



Password Setup Instructions:

This feature grants users the access level to change the Private Network Name of both the

local & the remote HomePlug AV devices. Password is required if one is to change the Private
Network Name of each devices within the powerline network in order for all devices to be able to
communicate & synchronize with each other within the network.

1. To enter a password for a specific device, select the device and click on the Enter Password
button at the bottom of the lower panel to call up the Set Device Password dialog box.

BiPAC HomePlug AV Utility 2.00

M i I F'rivau:_l,ll Diagnnstics] &bout ]

Local Device(z] on your computer: ,
Device Type bABE Bdioes Connected to HomePlug A4 [500) Device

% HaomePlug A% (5001 0. 00:04:ED:55:41:02

1 Powerling Device detected: Metwork Tope: Public Scanning...
Device Name | Fazsword | [ uiality | Rate [Ml:ups]| MAC Address
""-_r DEVICES RIGH-EIRB-CGAO... N 455.00 00:04:ED:BA BT 32

B’l l I’BM : Renare Enter Pagsword &dd | Scan |
Cloze

2. Then, type in the password (in groups of four and is separated by dashes) in the blank pro-

vided and press OK.
Set Device Password

Device: DEVICEZ [00:04:ED:BA51:32]

Pazzword: ||

The Pazsward typically

appears az a humber and

letter code, in groups of four,
BILION separated by dazhes.

[ie #EEY-GHZ2E-BR1K-LZ5A)
= It iz found on the device or
packaging.

- 2 [ o

Cancel

The password of each HomePIlug device can be found at the back of the device.
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3. If the password entered is not recognized or unacceptable, an error message box will pop up
prompting user to change the password. Click OK then re-enter the password again.

Invalid Entry

The Device Password Entered is Invalid.
Please check it and try again.

4. If the password entered is correct, you will see that the password will be displayed on the
screen. After getting all the password set, go to “Privacy Tab” and click “ Set All Devices” to
creat a new network group for all the devices.

27



4.2.2 Privacy Tab

BiPAC HomePlug AV Utility 2.00

Main  Privacy l Diagnnstics] About ]

I1ze thiz soreen to create a Private Hetwork that provides vou with extra security.

Private Mebwork, M ame

R Ilze Default [Public Metwark)

Do nat share the netwark, name with others yow do not want to be part of this network.

After setting the name above, chooze how it will be applied below:

Place On Thiz Metwark

Only the device attached ta thiz computer [the Local Device).

[lzolates thiz computer from others); =&t Local Devies Onily |

QF
ALL devices whose Paszword has been entered.

[They communicate together but are izolated from devices with St Al Devices |
a different netwark, name]

Cloze

Privacy Tab allows user to manage the security of the private powerline network. In addition,
users can also uitlize this feature to add a new HomePlug device to the private network instead
of manually adding the device by using its SYNC button. In order to add devices to the network
through the utility GUI, Private Network Name of each device is required to be the same with the
local device.

All HomePlug AV devices are shipped using a default logical network name “HomePIlugAv”. The
Privacy tab screen allows user to change its default public network type to a private network by
changing the network name (network password) of the device.

The user can always reset the network type to HomePlug network (Public) by entering
“‘HomePIlugAv” as the network name or by clicking on the Use Default button.

Changing the network name to anything other than HomePIlugAV will show the network
type on the main screen as Private.

@ Set Local Device Only button can be used to change the Private Network Name of the local
device. If a new Private Network Name is entered, all associated devices seen on the Main Tab
previously will no longer be presented in the new network. Thus, it would cause the local device
unable to communicate with other devices which were in the network previously. You sould change
the network name of the remote devices.

@ Set All Devices button is used to change the Private Network Name of all devices that appear
on the Main tab screen whose Device Password had been entered correctly. For devices whose
device passwords were not entered, this operation will fail and will report a failure message.
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4.2.3 Diagnostic Tab

BiPAC HomePlug AV Utility 2.00

b air ] Privacy Diagnostics l.-‘-‘-.l:u:uut ]

Swetem Information ] ~
On MIC #1 MAC = 00:13:F3:84:B2:CA
Mo HomePlug Device Connected

On MIC #2 MAC = 00:05:50:64:58:02
HomePlug Device #1 MAC = 00:04:ED:55.41:02
Metwork, pazsword: HomePlugde:
Vendor: Atheros b

Remate Device Histary [Log]

Device ] MAC Address | Password | Rate [tbps) | M etwaork, | Last Seen

Device 2 0:04:ED: 124338 - ot entered - T HomePlug...  Mow 30 11:054k

Device 4 00:04:ED:B5:A1:01 Mot FGEE-QAA)-CA... 7 HomePlug...  Mow 30 02:17Fk

DEVICES 00:04:ED:BA51:32  RIGH-KIRR-CGAOD-Y... 453 HomeFlug... Moy 30 02:17Pk

Si | A
Delete Save Repaort Print B eport

Cloze

The Diagnostics Tab screen shows System information and a history of all remote devices seen
over a period of time. This screen is available for OEM/ODM Customization.

The Upper panel shows technical data concerning software and hardware presented on the host
computer which were used for communication via HomePlug device on the Powerline network.
The data includes the following:

* Operating System Platform/Version

» Host Network Name

* MAC Address of all NICs (Network interface card) connected to the host

» Identify versions of all Driver DLLs and Libraries used (NDIS) and optionally
* MAC Firmware Version

* MAC addresses of all devices connected locally to the host

« Version of the Configuration Utility

* Microprocessor
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The Lower panel contains a history of all remote devices seen on the computer over a certain
period of time. All devices that were on the powerline network are listed here along with a few
other parameters. Devices that are active on the current logical network will show a transmission
rate in the Rate column; devices on other networks, or devices that may no longer exist are
shown with a “?” in the Rate column. The following remote device information is available from the
diagnostics screen:

* Device Alias Name

* Device MAC Address

* Device Password

* Transfer rate

* Device Last Known Network name

* VVendor name

* Date devices were seen on the network last time

* MAC Firmware version

The diagnostics information displayed may be saved as a text file for the later use, or it can be
printed for reference. Devices, which are not part of the network anymore, can be deleted using
the delete button. A warning window will pop up requesting for a confirmation when we try to
delete a device which password has been entered.
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4.2.4 About Tab

This section shows the software version, released date, and license copyrights.

BiPAC HomeP lug AV Utility 2.00

[ ET ] F'rivau:_l,l] Diagrostics  About l

BILLION

BiPAC HomePlug A Utiliy 2.00 Yermon, w2 0015 Released: November 25, 2010
Copyright ¢ 2005-2010, Billion Inc. All Rights Rezerved.

License Copyrights _
Copyright [] 13993 - 2005 MetGroup, Politechico di Taorino (1taly). -

Copyright [c] 2005 - 2009 CACE Technologies, Daviz [Californial.
All rights rezerved.

| hitp: /A billion, comdindes. html

Fiediztribution and use in source and binary forms, with or without modification, are permitted provided that
the following conditionz are met;

1. Redistributions of zource code must retain the above coperight notice, this izt of conditions and the
following disclaimer.

(£

Freferences:
v AutoScan

Cloze

In the Preferences section below, users can check the AutoScan box to turn on the Auto-Scan

function, which the devie will automatically scan the devices detected periodically, or check off the
box to turn off the Auto Scan function.
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If your router is not functioning properly, please refer to the suggested solutions provided in this
chapter. If your problems persist or the suggested solutions do not meet your needs, please kindly
contact your service provider or Billion for support.

Problems with the device

Problem Suggested Solution

I can not start my HomePlug device. | Please check your power supply is working. HomePlug
device operates from the power supplied by the home
electrical wiring and can not operate without a working
power supply.

My Homeplug device is unable to This may due to the accidental change of the Network
detect my other HomePlug device. | Name. Access the HomePlug AV Utility and select the
Privacy Tab. Enter the password “HomePlugAv” (Case
Sensitive) in the blank provided. Then press the “Set to
Local Device Only” button. Repeat the same procedure
to the other HomePlug device.
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If you come across any problems please contact the dealer from where you purchased your prod-
uct.

Contact Billion

Worldwide:

http://www.billion.com

MAC OS is a registered Trademark of Apple Computer, Inc.

Windows 98, Windows NT, Windows 2000, Windows Me, Windows XP, Windows Vista and
Windows 7 are registered Trademarks of Microsoft Corporation.
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